ZASTOSOWANIE

Kompaktowe, specjalistyczne weze izobaryczne
przeznaczone do wysokocisnieniowego mycia wodg

i roztworami srodkéw myjacych w wysokiej temperaturze.

Weze mogg by¢ stosowane:
- do urzadzen myjgcych typu KARCHER
w myjniach samochodowych osobowych i dostawczych
oraz myjniach pojazdéw szynowych,
- do stacjonarnych instalacji czyszczenia
wysokoci$nieniowego gorgca wodag
(agregaty czyszczace, odkurzacze, itp.).

Weze nie sg przeznaczone
do przesytu wody pitnej i pary wodne;j.

Cisnienia robocze
Zawsze 400 bar w kazdej Srednicy.

Temperatura pracy
0d -20°C do +160°C

KONSTRUKCJA

Wykonana wedtug projektu autorskiego

Stomil Bydgoszcz (WT-41/15/BZPG).

Wszystkie wymiary weza sg zgodne

z wymaganiami normy EN 857.

Wytrzymatos$¢ na cisnienie rozrywajace

i pulsujgce zgodna z wymaganiami normy EN 1829-2.

Warstwa wewnetrzna

Guma barwy czarnej z kauczuku syntetycznego
odporna na dziatanie wody i roztworéw srodkow
myjacych w wysokiej temperaturze.

Wzmocnienie
Dwa oploty z drutu stalowego o wysokiej wytrzymatosci.

Warstwa zewnetrzna

Guma z kauczuku syntetycznego odporna na scieranie,
dziatanie olejéw, warunkdw atmosferycznych oraz ozonu.

Waz oferowany w kolorze czarnym, czerwonym lub niebieskim.
Na zyczenie klienta mozliwos¢ wyprodukowania wezy

w innych kolorach.
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2 SC EURO WASH 160°C

KOMPAKTOWE WEZE HYDRAULICZNE DO MYJNI
COMPACT PRESSURE WASHER HOSES
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APPLICATION

These compact specialist isobaric hoses are designed
for high-pressure washing with water and cleaning
agents solutions at high temperatures.

Hoses may be used for:
- Karcher type washing equipment used in car washes
for passenger cars, trucks, as well as washes
for rolling stock,
- for stationary high-pressure cleaning equipment
using hot water (high-pressure cleaning units,
vacuum cleaners).

Hoses are not designed to be used
for drinking water and saturated steam.

Working pressures
Always 400 bar in case of each diameter.

Operating temperature
From -20°C to +160°C

CONSTRUCTION

According to Stomil's design (WT-41/15/BZPG).
All hose dimensions are in accordance

with the requirements of EN 857.

Burst pressure and pulsation in accordance
with the requirements of EN 1829-2.

Inner tube
Black synthetic rubber resistant to water
and high temperature cleaning solutions.

Reinforcement
Two braids of high tensile steel wire.

Cover

Abrasion, oil, weather and ozone resistant synthetic rubber
offered in black, blue and red color.

Other colors available on request.

bar si bar mm kg/m

‘ inch ‘ min ‘ max ‘ min ‘ max ‘ max ‘ P o/

6 1/4 6,4 6,9 10,6 11,7 14,2 400 5801 1600 4,0 75 0,31
8 5/16 79 8,5 12,1 13,3 16,0 400 5801 1400 885 85 0,36
10 3/8 9,5 10,1 14,4 15,6 18,3 400 5801 1320 3,3 90 0,44
12 1/2 12,7 183 17,5 191 21,5 400 5801 1100 2,8 130 0,54

ZASTOSOWANIE / APPLICATION



