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WĘŻE DO POWIETRZNYCH UKŁADÓW HAMULCOWYCH
AIR BRAKE HOSES

1,0 MPa / 10 bar

CHARAKTERYSTYKA
Ciśnienie robocze 10 bar (1,0 MPa)
Ciśnienie rozrywające 63 bar (6,3 MPa)
Wysoka olejoodporność 

ZASTOSOWANIE
Wąż jest przeznaczony do przepływu zaolejonego powietrza 
w układach hamulców powietrznych pojazdów 
samochodowych i przyczep. 

Temperatura pracy
Od -40°C do +93°C 

KONSTRUKCJA
Wykonana według norm PN-83/C-94251 
oraz ZN-4/02/BZPG.

Warstwa wewnętrzna
Wysokiej jakości mieszanka gumowa NBR/SBR 
odporna na działanie olejów mineralnych.

Wzmocnienie
Nici syntetyczne o wysokiej wytrzymałości.

Warstwa zewnętrzna
Gładka guma barwy czarnej odporna na działanie olejów 
oraz warunków atmosferycznych i ozonu.

ZNAKOWANIE
Wąż znakowany białym nadrukiem.

MAIN FEATURES
Working pressure 10 bar (1,0 MPa)
Burst pressure 63 bar (6,3 MPa)
Resistant to oil

APPLICATION
The hose widely used for oiled air in pneumatic brake systems 
of vehicles and trailers. 

Operating temperature
From -40°C to +93°C

CONSTRUCTION
According to PN-83/C-94251 
and Stomil’s design ZN-4/02/BZPG.

Inner tube
High quality black NBR/SBR synthetic rubber 
resistant to oil.

Reinforcement
Interlayers made of high tensile synthetic threads.

Cover
Oil, weather and ozone resistant black 
smooth synthetic rubber. 

METHOD OF MARKING
The hoses are marked with white inkjet print. 

mm cal / inch mm bar MPa psi bar mm m kg/m

ZN-4/02/BZPG
9,0 ±0,7 23/64 18,0 ±1 10 1,0 145 63 6,3:1 80 5÷100 0,20 nici / threads

10,0 ±0,7 23/64 19,0 ±1 10 1,0 145 63 6,3:1 90 5÷100 0,24 nici / threads
13,0 ±0,7 33/64 20,5 ±1 10 1,0 145 63 6,3:1 102 5÷100 0,37 nici / threads

PN-83/C-94251
13,0 ±0,7 33/64 24,0 ±1 10 1,0 145 63 6,3:1 102 5÷100 0,37 nici / threads

ZASTOSOWANIE / APPLICATION


