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CHARAKTERYSTYKA
Ciśnienie robocze

– 8 bar (0,8 MPa) do średnicy DN 55
– 4 bary (0,4 MPa) od średnicy DN 63

Współczynnik bezpieczeństwa 4:1
Ścieralność maks. 80 mm3 wg ISO 4649

ZASTOSOWANIE
Wąż ten przeznaczony jest do przesyłu materiałów ściernych 
takich jak piasek, elektrokorund, żużle, rozdrobnione skały, 
śrut żeliwny i stalowy.
Ścieralność maks. 80 mm3 w połączeniu z użytkowaniem 
pod ciśnieniem roboczym 8 i 4 bar gwarantuje 
długą żywotność węża. 

Temperatura pracy
Od -30°C do +60°C 

KONSTRUKCJA
Wykonana według normy PN-78/C-94250/51.

Warstwa wewnętrzna
Wysokiej jakości pogrubiona mieszanka gumowa o odporności 
na ścieranie maks. 80 mm3.

Wzmocnienie
Przekładki z kordu włókienniczego o wysokiej wytrzymałości.

Warstwa zewnętrzna
Guma barwy czarnej odporna na ścieranie 
oraz działanie warunków atmosferycznych i ozonu.
Powierzchnia węża z odciskiem tkaniny.

OPCJONALNIE
Na zamówienie dostępna wersja z żyłą z drutów miedzianych. 

ZNAKOWANIE
Wąż znakowany niebieską taśmą.

MAIN FEATURES
Working pressure

– 8 bar (0,8MPa) for hoses up to DN 55 in diameter 
– 4 bar (0,4 MPa) for hoses from DN 63 in diameter

Safety factor 4:1
Average wear of the tube max 80 mm3 (ISO 4649)

APPLICATION
This 8 bar shot blast hose is designed for conveying highly 
abrasive materials such as sand, corundum, slag, crushed rocks, 
steel and iron cast shots. 
This affordable hose is designed to have average wear of the tube 
<80 mm3, enough to guarantee long service life when matched 
with 8 and 4 bar working pressure. 

Operating temperature
From -30°C to +60°C 

CONSTRUCTION
According to PN-78/C-94250/51.

Inner tube
High quality thickened antistatic black synthetic rubber resistant 
to abrasion max 80 mm3. 

Reinforcement
Interlayers made of high tensile textile cord.

Cover
Black synthetic rubber with cloth impression, resistant to abrasion, 
weather and ozone. 

OPTIONAL
On request, a version with a copper wire conductor is available.

METHOD OF MARKING
This hose is marked with a dark blue tape.

WĘŻE DO PIASKOWANIA, ŚRUTOWANIA
SHOTBLASTING HOSES

0,8 MPa / 8 bar < 80 mm3

mm cal / inch mm bar MPa psi bar m kg/m

16,0 ±0,75 5/8 32,0 8 0,8 116 32 4:1 20 0,76 kord / cord
20,0 ±0,75 25/32 36,0 8 0,8 116 32 4:1 20 0,88 kord / cord
25,0 ±1,25 1 43,0 8 0,8 116 32 4:1 20 1,18 kord / cord
31,5 ±1,25 1 15/64 49,0 8 0,8 116 32 4:1 20 1,40 kord / cord
38,0 ±1,25 1 1/2 56,0 8 0,8 116 32 4:1 20 1,58 kord / cord
40,0 ±1,50 9/16 58,0 8 0,8 116 32 4:1 20 1,69 kord / cord
45,0 ±1,50 1 3/4 63,0 8 0,8 116 32 4:1 20 1,81 kord / cord
50,0 ±1,50 2 68,0 8 0,8 116 32 4:1 20 2,04 kord / cord
55,0 ±1,50 2 5/32 73,0 8 0,8 116 32 4:1 20 2,21 kord / cord
63,0 ±1,50 2 1/2 81,0 4 0,4 58 16 4:1 20 2,52 kord / cord
75,0 ±1,50 3 93,0 4 0,4 58 16 4:1 20 2,94 kord / cord
80,0 ±2,00 3 5/32 98,0 4 0,4 58 16 4:1 10 3,11 kord / cord
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