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CHARAKTERYSTYKA
Ciśnienie robocze	 6 bar (0,6 MPa)
Ciśnienie rozrywające	 16 bar (1,6 MPa)

ZASTOSOWANIE
Wąż jest przeznaczony do przepływu kwasów i zasad:

–	 kwasu azotowego o stężeniu do 5%
–	 kwasu solnego o stężeniu do 20%
–	 kwasu siarkowego o stężeniu do 50%
–	 kwasu octowego, wodnego roztworu wodorotlenku sodu 

oraz wodnego roztworu amoniaku 
o dowolnych stężeniach.

Wąż jest odporny na ścieranie, warunki atmosferyczne oraz ozon.

Temperatura pracy
Od -30°C do +60°C 

KONSTRUKCJA
Wykonana według normy PN-86/C-94250/44.

Warstwa wewnętrzna
Wysokiej jakości mieszanka gumowa SBR odporna 
na działanie kwasów i zasad.

Wzmocnienie
Nici syntetyczne lub przekładki z kordu syntetycznego 
o wysokiej wytrzymałości.

Warstwa zewnętrzna
Guma barwy czarnej SBR lub SBR/EPDM odporna na ścieranie, działanie 
warunków atmosferycznych i ozonu.
Średnice do DN 12,5 są gładkie, większe z odciskiem tkaniny.

ZNAKOWANIE
Średnice z gładką powierzchnią znakowane są białą farbą.
Średnice z odciskiem tkaniny są znakowane fioletową taśmą.

MAIN FEATURES
Working pressure	 6 bar (0,6 MPa)
Burst pressure	 16 bar (1,6 MPa)

APPLICATION
This hose is resistant to many chemicals including:

–	 Nitric acid concentrated up to 5%
–	 Hydrochloric acid concentrated up to 20%
–	 Sulfuric acid concentrated up to 50%
–	 Acetic acid, water solution of sodium hydroxide, water solution 

of ammonia in any concentration.
It is abrasion, weathering and ozone resistant.

Operating temperature
From -30°C to +60°C

CONSTRUCTION
According to PN-86/C-94250/44.

Inner tube
High quality SBR black synthetic rubber resistant 
to acids and alkalis. 

Reinforcement
Interlayers made of textile cord or synthetic threads.

Cover
Black, weather and ozone resistant SBR/EPDM synthetic rubber. 
Hoses up to DN 12,5 in diameter have smooth surface.
Larger diameters have cloth impression. 

METHOD OF MARKING
Diameters with smooth surface are marked with white inkjet print. 
Larger diameters with cloth impression are marked with a purple tape. 

WĘŻE DO KWASÓW I ZASAD
HOSES FOR ACIDS AND ALKALIS

0,6 MPa / 6 bar

mm cal / inch mm bar MPa psi bar m kg/m

6,3 ±0,75 1/4 13,0 6 0,6 87 16 2,6:1 50 0,12 nici / threads
8,0 ±0,75 5/16 15,0 6 0,6 87 16 2,6:1 50 0,17 nici / threads

10,0 ±0,75 3/8 17,0 6 0,6 87 16 2,6:1 50 0,20 nici / threads

12,5 ±0,75 1/2 21,0 6 0,6 87 16 2,6:1
50 lub 20

0,24/0,27
nici lub kord

50 or 20 threads or cord
14,0 ±0,75 9/16 22,0 6 0,6 87 16 2,6:1 20 0,29 kord / cord
16,0 ±0,75 5/8 26,0 6 0,6 87 16 2,6:1 20 0,31 kord / cord
18,0 ±0,75 23/32 26,0 6 0,6 87 16 2,6:1 20 0,34 kord / cord
20,0 ±0,75 25/32 28,0 6 0,6 87 16 2,6:1 20 0,37 kord / cord
25,0 ±0,75 1 34,0 6 0,6 87 16 2,6:1 20 0,52 kord / cord
28,0 ±0,75 1 3/32 37,0 6 0,6 87 16 2,6:1 20 0,68 kord / cord
31,5 ±0,75 1 15/64 41,0 6 0,6 87 16 2,6:1 20 0,63 kord / cord
38,0 ±0,75 1 1/2 48,0 6 0,6 87 16 2,6:1 20 0,94 kord / cord
40,0 ±1,50 1 9/16 50,0 6 0,6 87 16 2,6:1 20 0,98 kord / cord
45,0 ±1,50 1 3/4 55,0 6 0,6 87 16 2,6:1 20 1,09 kord / cord
50,0 ±1,50 2 60,0 6 0,6 87 16 2,6:1 20 1,19 kord / cord
55,0 ±1,50 2 5/32 65,0 6 0,6 87 16 2,6:1 20 1,30 kord / cord
63,0 ±1,50 2 1/2 73,0 6 0,6 87 16 2,6:1 20 1,51 kord / cord
70,0 ±1,50 2 3/4 81,0 6 0,6 87 16 2,6:1 20 1,66 kord / cord
75,0 ±1,50 3 87,0 6 0,6 87 16 2,6:1 20 1,97 kord / cord
80,0 ±2,00 3 5/32 92,0 6 0,6 87 16 2,6:1 10 2,09 kord / cord

ZASTOSOWANIE / APPLICATION


