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ZASTOSOWANIE
Wąż jest przeznaczony do swobodnego przepływu 
kwasów i zasad:

–	 kwasu azotowego o stężeniu do 5%
–	 kwasu solnego o stężeniu do 20%
–	 kwasu siarkowego o stężeniu do 50%
–	 kwasu octowego, wodnego roztworu wodorotlenku 

sodowego oraz wodnego roztworu amoniaku 
o dowolnych stężeniach.

Maksymalne ciśnienie robocze 5 kPa.
Wąż jest odporny na ścieranie, warunki atmosferyczne oraz ozon. 

Temperatura pracy
Od -30°C do +60°C 

KONSTRUKCJA
Wykonana według normy PN-75/C-94250/33 z gumy syntetycznej 
o gładkiej powierzchni barwy czarnej odpornej 
na działanie warunków atmosferycznych i ozonu.

ZNAKOWANIE
Wąż znakowany cienkim fioletowym paskiem.

APPLICATION
The hose is designed for the acids and alkalis free flowing:

–	 Nitric acid concentrated up to 5%
–	 Hydrochloric acid concentrated up to 20%
–	 Sulfuric acid concentrated up to 50%
–	 Acetic acid, water solution of sodium hydroxide, 

water solution of ammonia in any concentration.
Maximum working pressure 5 kPa.
It is resistant to abrasion, weathering and ozone.

Operating temperature
From -30°C to +60°C

CONSTRUCTION
The hose is designed according to PN-75/C-94250/33 
and made of smooth black synthetic rubber resistant 
weather conditions and ozone.

METHOD OF MARKING
The hose is marked with purple stripe.

WĘŻE DO KWASÓW I ZASAD
HOSES FOR ACIDS AND ALKALIS

do swobodnego przepływu kwasów i zasad
free flowing acids & alkalis

mm mm m

3,2 ±0,50 2 ±0,4 — — 5÷50
4,0 ±0,50 2 ±0,4 — — 5÷50
5,0 ±0,50 2 ±0,4 — — 5÷50
6,3 ±0,75 2 ±0,4 — — 5÷50
8,0 ±0,75 2 ±0,4 4 ±0,6 5÷50

10,0 ±0,75 2 ±0,4 4 ±0,6 5÷20
12,5 ±0,75 2 ±0,4 4 ±0,6 5÷20
16,0 ±0,75 — — 4 ±0,6 5÷20
20,0 ±0,75 — — 4 ±0,6 5÷20
25,0 ±1,25 — — 4 ±0,6 5÷20
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