PLYTY GUMOWE OGOLNEGO PRZEZNACZENIA
GENERAL PURPOSE RUBBER SHEETING
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PLYTY GUMOWE
OGOLNEGO PRZEZNACZENIA

wykonane gtéwnie z kauczuku butadienowo-styrenowego (SBRY),

przeznaczone sg do pracy w srodowisku obojetnym.
Oprécz ptyt standardowych ogdlnego przeznaczenia,
znajduja sie w naszej ofercie rowniez ptyty

o podwyzszonej odpornosci na:

Scieranie (od 0,090 cm?do 0,220 cm?),

niskie temperatury {nawet do-50°C),

pecznienie w rozcieficzonych kwasach i zasadach.

Parametry techniczne

od 40 do 90 °Sh
od-50 do 70°C

Twardo$é piyt

Temperatura robocza
Dostepne w arkuszu lub rolce
Grubos¢ od 1 do 50 mm

ZASTOSOWANIE / APPLICATION

e (/8 B

GENERAL PURPOSE

RUBBER SHEETING

are mainly made from styrene-butadiene rubber (SBRY).

They are intended for neutral environment (neutral water solutions).
Apart from standard general purpose rubber sheets

in our offer are available also sheets

of higher physical-mechanical parameters

e.g. abrasion-resistant (from 0,090 cm? to 0,220 cm3),
low-temperature resistant (to -50°C)

and resistant to diluted acids and bases.

Technical parameters

from 40 to 90 °Sh
from-50to0 70°C

Hardness
Temperature range
Available in roll and sheet

Thickness from 1 to 50 mm
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cMe 40 SBR 1 15 & 1,30 3 300 70 35
CMK 50 SBR 1 15 & 130 4 300 70 -35
CMKC 50 SBR 1 15 & 1,45 25 250 70 -30
FPE 50 SBR 15 50 = 1,30 4 300 70 -35
* FP 50 SBR 15 50 = 1,30 5 250 70 -40
CSA 65 SBR 1 1 & 1,45 4 150 70 -30
CSE 65 SBR 1 15 & 1,50 4 150 70 -30
cS6 65 SBR 15 15 &1 1,60 2 100 70 -30
CPS/CPSR 70 SBR 1 15 &1 1,50 5 200 70 -30
CME 75 SBR 1 15 &7 1,45 5 150 70 -30
cSz80 80 SBR 1 15 &1 1,40 7 150 70 -30
csz 85 SBR 1 15 &1 1,40 7 100 70 -30
CPZ 85 SBR 1 15 &1 1.35 7 100 70 -30
CPX 90 SBR 1 15 & 1,40 7 100 70 -30
PodwyZszona odporno$é na $cieranie
(maks. 0,220 cm?)
TGP - - - 65 SBR 1 15 & 1,30 10 300 70 -
Higher abrasion resistance,
max 0,220 ¢cm?®
Podwyzszona odporno$¢ na Scieranie
(maks. 0,150 cm?)
€ZS60 _ - — 60 SBR/BR 1 15 & 1,25 10 200 70 -40
Higher abrasion resistance,
max 0,150 cm?
PodwyZzszona odporno$é na $cieranie
(maks. 0,115 cm?)
SWNC - - - 70 SBR 15 50 = 12 13 270 70 -
Higher abrasion resistance,
max 0,115 cm?® - .
Podwyzszona odporno$¢ na $cieranie
maks. 0,700 mm?
cTS - ¢ : - ) 65  SBR/NR/BR 1 15 & 1,15 10 200 70 -40
Higher abrasion resistance,
max 0,100 cm?®
Podwyzszona odporno$¢ na $cieranie
maks. 0,150 cm?®
PMT - ( : - ) — 60 SBR/BR 15 50 & 1,25 10 270 70 -40
Higher abrasion resistance,
max 0,150 cm?®
Podwyzszona odpornosé na $cieranie
maks. 0,150 cm?®
czs - ( = ) 65  SBR/NR/BR 1 15 & 1,25 10 200 70 -40
Higher abrasion resistance,
~ max0,150 cm?
Podwyzszona odporno$é
CNT ne niskie temperatury 50 SBR/NR 1 15 & 135 5 200 70 50
High resistance to low temperatures
«FM 60 SBR 15 50 e 1,30 7 250 70 -40
FG * Podwyzszona odporno$¢ 60 SBR B 50 < 1,35 4 150 70 30
_— na pecznienie w rozcieficzonych
S$GS kwasach: siarkowym, octowym 65 SBR 15 50 = 1,52 2 150 70 -30
i zasadzie sodowej, < i
SFG 72h/23°C 65 SBR 15 50 = 1,50 4 B0 70 30
*FS 70 S$BR 15 50 = 1,50 7 250 70 -30
FSE 70 SBR 15 50 s 1,50 5 200 70 -30
C6G670 70 S$BR 15 50 = 1,75 2 100 70 -30
— * Higher resistance to diluted =
PMP (sulfuric, acetic) 75 SBR 550 = 1,20 20 400 70
< FT and b;‘;ﬁ/sz(;ggmm), 80 SBR 15 50 <= 1,45 7 200 70 -40
KTE 85 SBR 15 50 = 1,55 5 100 70 -30
FZE 85 SBR 15 50 e 1,35 7 100 70 -30
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