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CHARAKTERYSTYKA
Ciśnienie robocze	 6 bar (0,6 MPa)
Ciśnienie rozrywające	 20 bar (2,0 MPa)
Odporność na oleje	 wysoka 

ZASTOSOWANIE
Chętnie stosowany w środowiskach silnie zaolejonych. 
Przeznaczony jest do przepływu płynu chłodzącego 
w pojazdach samochodowych.
Wąż jest odporny na działanie wodnych roztworów glikolu etylenowego, 
a także na ścieranie, warunki atmosferyczne i oddziaływanie ozonu. 
Ze względu na bardzo dobrą odporność na wysokie temperatury, 
jest chętnie stosowany jako wąż do gorącej wody o temperaturze do 100°C.

Temperatura pracy
Od -35°C do +100°C 

KONSTRUKCJA
Wykonana według normy ZN-85/MPChiL-G/Bd-29.

Warstwa wewnętrzna
Wysokiej jakości mieszanka gumowa odporna na wysokie temperatury 
oraz działanie glikolu etylenowego oraz olejów.

Wzmocnienie
Przekładki z kordu włókienniczego o wysokiej wytrzymałości.

Warstwa zewnętrzna
Wysokiej jakości guma barwy czarnej SBR lub NBR, 
odporna na działanie warunków atmosferycznych i ozonu.
Powierzchnia węża z odciskiem tkaniny.

ZNAKOWANIE
Wąż znakowany białą taśmą.

MAIN FEATURES
Working pressure	 6 bar (0,6 MPa)
Burst pressure	 20 bar (2,0 MPa)
Oil resistance	 high 

APPLICATION
Delivery hose designed for coolant fluids applied in engine cooling 
and heating systems in environments with high concentration 
of oil substances.
It is resistant to ethylene glycol solutions, abrasion, weathering, 
ozone and heat. 
Due to very good resistance to high temperatures, 
it is often used for hot water with a temperature up to 100°C 

Operating temperature
From -35°C to +100°C

CONSTRUCTION
According to ZN-85/MPChiL-G/Bd-29.

Inner tube
High quality black synthetic rubber resistant to oil, high temperatures 
and cooling agents such as ethylene glycol.

Reinforcement
Interlayers made of textile cord.

Cover
Oil, weather conditions and ozone resistant black synthetic rubber 
with cloth impression. 

METHOD OF MARKING
These hoses are marked with a white tape.

WĘŻE DO UKŁADU CHŁODZENIA ORAZ DO GORĄCEJ WODY
COOLANT & HOT WATER HOSES

100°C 0,6 MPa / 6 bar

mm cal / inch mm bar MPa psi bar m kg/m

12,5 ±0,75 1/2 21,0 ±1,00 6 0,6 87 20 3,3:1 20 0,27 kord / cord
14,0 ±0,75 9/16 23,0 ±1,00 6 0,6 87 20 3,3:1 20 0,32 kord / cord
16,0 ±0,75 5/8 24,0 ±1,00 6 0,6 87 20 3,3:1 20 0,33 kord / cord
18,0 ±0,75 23/32 26,0 ±1,00 6 0,6 87 20 3,3:1 20 0,36 kord / cord
20,0 ±0,75 25/32 28,0 ±1,00 6 0,6 87 20 3,3:1 20 0,39 kord / cord
25,0 ±1,00 1 35,0 ±1,50 6 0,6 87 20 3,3:1 20 0,64 kord / cord
31,5 ±1,00 1 15/64 42,0 ±1,50 6 0,6 87 20 3,3:1 20 0,84 kord / cord
38,0 ±1,00 1 1/2 49,0 ±1,50 6 0,6 87 20 3,3:1 20 0,99 kord / cord
40,0 ±1,00 1 9/16 51,0 ±1,50 6 0,6 87 20 3,3:1 20 1,03 kord / cord
45,0 ±1,00 1 3/4 56,0 ±1,50 6 0,6 87 20 3,3:1 20 1,22 kord / cord
50,0 ±1,50 2 61,0 ±2,00 6 0,6 87 20 3,3:1 20 1,26 kord / cord
55,0 ±1,50 2 5/32 66,0 ±2,00 6 0,6 87 20 3,3:1 20 1,37 kord / cord
63,0 ±1,50 2 1/2 75,0 ±2,00 6 0,6 87 20 3,3:1 20 1,81 kord / cord
75,0 ±1,50 3 87,0 ±2,00 6 0,6 87 20 3,3:1 20 2,20 kord / cord
80,0 ±1,50 3 5/32 92,0 ±2,00 6 0,6 87 20 3,3:1 10 2,25 kord / cord

olejoodporny
oil resistant
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