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PŁYTY CHLOROPRENOWE 
CHLOROPRENE RUBBER SHEETS

PŁYTY CHLOROPRENOWE
wykonane są z kauczuku butadienowo-styrenowego (SBR) 
oraz chloropronowego (CR). Dzięki jego specjalnej budowie 
posiada wszechstronne właściwości. Stosowane są one jako powłoka 
ochronna w kontakcie z mniej agresywnymi olejami i innymi płynami 
chemicznymi, zaś podwyższona odporność na starzenie cieplne 
i ozon o niskim stężeniu, pozwala na zastosowanie ich również 
w aplikacjach zewnętrznych.

Parametry techniczne

Twardość	 od 50 do 85 °Sh
Stężenie chloroprenu	 6 lub 12%
Temperatura robocza	 od -30 do 100°C
Dostępne w arkuszu lub rolce
Grubość	 od 1 do 50 mm

CHLOROPRENE RUBBER SHEETING
are made from mixed styrene-butadiene rubber (SBR) 
and chloroprene rubber (CR). Thanks to this special construction 
they have versatile properties. Chloroprene rubber sheets are used 
as a protective coating in touch with less aggressive oils 
and other chemical fluids. Their increased resistance 
to heat aging and ozone of low concentration allows to use them 
in outdoor applications.

Technical parameters

Hardness	 from 50 to 85 °Sh
Concentration of CR	 6 or 12%
Temperature range	 from -30 to 100°C
Available in roll and sheet
Thickness	 from 1 to 50 mm

°Sh mm (g/cm3) MPa % °C

± 5 min. max max MPa min. max min.

CAM
6% chloroprenu

50 SBR/CR 1 15 1,40 6 250 100 -30
6% of chloroprene

PCM
6% chloroprenu

50 SBR/CR 8 50 1,40 6 250 100 -30
6% of chloroprene

CAD
11% chloroprenu

65 SBR/CR 1 15 1,40 6 200 100 -30
11% of chloroprene

CAX/CAXR
6% chloroprenu

65 SBR/CR 1 15 1,40 6 200 100 -30
6% of chloroprene

CAF
12% chloroprenu

65 SBR/CR 1 15 1,40 7 200 100 -30
12% of chloroprene

PCE
6% chloroprenu

65 SBR/CR 8 50 1,40 6 200 100 -30
6% of chloroprene

CAZ
6% chloroprenu

85 SBR/CR 1 15 1,45 6 150 100 -30
6% of chloroprene

PCT
6% chloroprenu

85 SBR/CR 8 50 1,45 6 150 100 -30
6% of chloroprene

ZASTOSOWANIE / APPLICATION


